
Königshütte
Wood burning and pellet stoves
2022/2023 EN



Contents Auriga

Wood burning stoves:
Auriga ......................................................................... 3
Corvus .................................................................... 4-5
Draco/Draco M  ................................................... 6-7
Leo  .............................................................................. 8
Libra  ........................................................................... 9
Vela/Vela Plus  ..................................................10-11

Wood burning stove, water-bearing:
Taurus Aqua  .....................................................12-13

Pellet stove:
Lima 2.0  ...................................................................14

Technical overview  .............................................15

3

Auriga natural stone

Auriga, natural serpentine (stove body grey)

Technical details:
Nominal heat output ..................................... 5 kW
Performance range  ................................. 4-7 kW
Energy efficiency class

Variants:
Serpentine natural stone cladding:
(Stove body grey) .........................................166 kg
Sandstone cladding
(Stove body black)  ......................................166 kg

Dimensions (with cladding):
Height  ........................................................1087 mm
Width  ........................................................... 556 mm
Depth  ........................................................... 405 mm

Refer to page 15 for additional technical details.
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Corvus

Corvus
Natural serpentine

Corvus
Steel

Technical details:
Nominal heat output ..................................... 6 kW
Performance range ..................................... 3-8 kW
Energy efficiency class

Variants:
Black steel cladding .....................................155 kg
Vanilla ceramic cladding ............................195 kg
Serpentine natural stone cladding ........235 kg

Dimensions (with cladding):
Height .........................................................1197 mm
Width ............................................................ 610 mm
Depth ............................................................ 513 mm

Refer to page 15 for additional technical details.

Corvus, natural stone Corvus, vanilla ceramic
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Draco
Draco M

Draco Steel
with side 
windows

Draco M Steel
without side 
windows

Draco M Steel, 
glass door
without side 
windows

Technical details:
Nominal heat output ..................................... 5 kW
Performance range ..................................... 3-7 kW
Energy efficiency class

Variants:
Black steel cladding, steel door ...............125 kg
Black steel cladding, glass door ..............120 kg

Dimensions:
Height .........................................................1200 mm
Width ............................................................ 516 mm
Depth ............................................................ 416 mm

Refer to page 15 for additional technical details.

Draco M steel Draco, glass door
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Libra
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Libra, natural serpentine

Technical details:
Nominal heat output ..................................... 5 kW
Performance range  .................................... 3-7 kW
Energy efficiency class

Variants:
Black steel cladding .....................................150 kg
Natural stone cladding ...............................211 kg

Dimensions (with natural stone cladding):
Height .........................................................1176 mm
Width ............................................................ 556 mm
Depth ............................................................ 460 mm

Refer to page 15 for additional technical details.
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Libra, natural stone

Libra, steel

A+

Leo

Leo, steel

Variants:
Black steel cladding .....................................164 kg 
Natural serpentine cladding.....................247 kg
PowerBlock weight ........................................80 kg

Dimensions:
Height .........................................................1650 mm
Width ............................................................ 556 mm
Depth ............................................................ 470 mm

Refer to page 15 for additional technical details.

Technical details:
Nominal heat output ..................................6,0 kW
Performance range ..................................... 3-7 kW
Energy efficiency class A+

Leo, natural serpentine

Leo, steel
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Vela
Vela Plus

Vela, vanilla ceramic Vela, natural serpentine

Technical details:
Nominal heat output ..................................... 5 kW
Performance range ..................................... 3-7 kW
Energy efficiency class

Variants:
Vela, black steel cladding ..........................120 kg 
Vela, vanilla ceramic cladding ..................135 kg
Vela, natural serpentine cladding ...........146 kg
Vela Plus, black steel cladding .................135 kg
Vela Plus, vanilla ceramic cladding ........150 kg
Vela Plus, natural serpentine cladding .160 kg

Dimensions (with cladding):
Vela height ................................................1100 mm
Vela Plus height .......................................1332 mm
Width Ø ........................................................ 434 mm
Depth Ø........................................................ 434 mm

Refer to page 15 for additional technical details.

Vela Plus
Natural stone Vela/Vela Plus, steel
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Taurus
Aqua

Taurus Aqua, steel

Taurus Aqua
Steel

Technical details:
Nominal heat output ..................................... 8 kW
Water output .....................................approx. 5 kW
Performance range  ..................................6-10 kW
Energy efficiency class

Variants:
Black steel cladding .....................................200 kg 
Natural serpentine cladding.....................265 kg

Dimensions:
Height .........................................................1373 mm
Width ............................................................ 556 mm
Depth ............................................................ 550 mm

Refer to page 15 for additional technical details.
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Taurus Aqua, natural serpentine

A+



Lima 2.0 Pellet 

Lima 2.0, Vratza limestone

Lima 2.0, steel
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Technical details:
Nominal heat output ..................................6.0 kW
Performance range .............................. 2.1-6.0 kW
Energy efficiency class

Variants:
Black steel cladding .....................................120 kg 
Natural limestone cladding ......................170 kg
Natural stone cladding, tobacco .............170 kg
Natural serpentine cladding.....................170 kg
Pellet container capacity .............................20 kg

Dimensions:
Height ........................................................... 991 mm
Width ............................................................ 500 mm
Depth ............................................................ 485 mm

Refer to page 15 for additional technical details.

A+

Technical overview
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Wood burning stove X X X X X X X X

Wood burning stove, water-bearing X

Pellet stove X

Dimensions

Height (mm) 1087 1197 1200 1200 1650 1176 1100 1332 1373 991

Width (mm) 556 610 516 516 650 556 434 434 556 500

Depth (mm) 405 513 416 416 470 460 434 434 550 485

Combustion chamber size

Height (mm) 400 418 488 488 464 464 476 476 483 490

Width (mm) 350 410 342 342 344 344 305 305 350 350

Depth (mm) 300 420 300 300 365 365 340 340 355 290

Connection dimensions

Flue pipe connection dimensions Ø 150 150 150 150 150 150 150 150 150 80

Connection height mm: -

top: to upper edge of the socket 1063 1151 1231 1231 1538 1143 1130 1330 1373 -

rear: to centre of the socket 933 985 1047 1047 1131 985 985 1185 1182 136

Combustion air socket Ø mm 123 123 123 123 123 123 123 123 123 80

Rear connection height: to centre of the socket 205 230 230 230 230 230 230 430 245 136

Distance to wall, rear/side 100/100 200/400 250/500 200/200 250/250 200/200 200/200 200/200 200/300 50/50

Rated heat output in kW 5 6 5 5 6 5 5 5 8 6

Exhaust gas mass flow in g/s 5.0 4.3 3.6 3.6 5.2 3.22 3.5 3.5 6.5 5.56

Required delivery pressure for rated heat 13 12 12 12 12 12 12 12 12 12

Exhaust gas temperature at the socket (°C) 270 309 339 339 251 357 332 332 145 107

Tested according to

EN 13240 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

15a B-VG ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Requirements met

Munich ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Regensburg and Aachen requirements ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

First BlmSchV Second Stage ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Energy efficiency class A A+ A+ A+ A+ A+ A+ A+ A+ A+ 

Seasonal spark guard (item no.) 23/2290.
2909

23/2290.
2909 

23/2290.
2909

23/2290.
2909

23/2290.
2911

23/2290.
2911

Lima 2.0, natural stone, tobacco

Display

Lima 2.0, steel

Lima 2.0, natural serpentine

Design changes and errors excepted.
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